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Above Ground Pool Filter Tubing, 1-1/2", 100 ft
Part no. P112U-100 UPC 658746700496

Family image shown; colour and finish may differ.

Fish safe | Schedule 40 compatible

1-1/2-inch × 100 ft smooth black pond hose - flexible PVC for
ponds, water gardens, fountains and aquaculture;
solvent-welds to Schedule 40 PVC fittings and is
toxicity-tested for fish.

I.D. 1-1/2"

LENGTH 100 ft

COLOUR Black

MATERIAL Flexible PVC, smooth wall

FITTINGS Schedule 40 PVC (solvent weld) or barbed

Specifications

Part number P112U-100

UPC / GTIN-12 658746700496

I.D. / trade size 1-1/2"

Length 100 ft

Material Flexible PVC

Country of origin USA - Elizabeth, New Jersey

Features
• 30 Configurations, Works with Most Pumps. Fish Safe

• Black Color

• Securely connects to most standard size pumps and tubing. Fits 3/4", 1", 1-1/4", 1-3/8", and 1-1/2" ID hoses.

• Attaches to 3/4", 1", 1-1/4", and 1-/2" Female NPT threads, common on most pumps. Fits 1.5" and 2" male NPT
connections with included adapters.

• Eliminates need to search for one, hard-to-find adapter. Cut fitting according to your use to ensure maximum flow.

• Barbed design and included stainless steel clamps ensure a tight fit on the tubing end. Rubber gaskets provide leakproof
fit on the opposite end.
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